a passion to inspire

Castle Chafer
The new Chafers by Castle are a unique and energy efficient way of storing both wet and dry foods in food service. Whether it’s breakfast or buffet service, storing hot or cold food, the Castle chafing dish will maintain your food at the perfect temperature to ensure that your customer is served your food exactly how you want.

How Castle chafers compare to standard chafing dishes:

<table>
<thead>
<tr>
<th>CASTLE CHAFER</th>
<th>STANDARD CHAFER</th>
</tr>
</thead>
<tbody>
<tr>
<td>Requires 1 castle fuel can for 16 hour running time</td>
<td>Requires 16 gels &amp; 2.5 litres of water for 16 hours running time</td>
</tr>
<tr>
<td>Unit is fully insulated so heat retained where the food is. Also keep food chilled</td>
<td>Unit not insulated</td>
</tr>
<tr>
<td>Retains heat for 30 mins when gas runs out</td>
<td>No reserve heat</td>
</tr>
<tr>
<td>Unit has rubber feet to stop it moving around</td>
<td>No rubber feet</td>
</tr>
<tr>
<td>Easy to set up as no boiling water required</td>
<td>Boiling water required</td>
</tr>
<tr>
<td>No fuel smell</td>
<td>Fuel smell</td>
</tr>
<tr>
<td>Heat source fixed to prevent accidents</td>
<td>Fuel gel can be knocked over</td>
</tr>
</tbody>
</table>

Features, Benefits & Care Guidelines

- Holds 50% more food so doesn’t need to be refilled as often
- It is cheaper to run due to its insulation properties
- 75% more efficient than traditional chafing dishes as there is no gas wastage
- Easy to move when hot, just turn the gas off and relocate

The Chafing dish is made of stainless steel and is best cleaned by wiping with a damp cloth. The Castle Chafer frame and lid can be cleaned and polished with warm water and soap. It is recommended that the unit is rinsed fully after every service.
<table>
<thead>
<tr>
<th>SHAPES</th>
<th>CODES</th>
<th>EX-FACTORY LEAD TIME (DAYS)</th>
<th>Pieces per Carton</th>
</tr>
</thead>
<tbody>
<tr>
<td>NEW 1/1 GN Chafing Dish S/S</td>
<td>5950CB01</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>NEW 1/2 GN Food Pan 80mm Deep S/S</td>
<td>5950CB02</td>
<td>12</td>
<td>12</td>
</tr>
<tr>
<td>NEW 1/1 GN Food Pan 80 mm Deep S/S</td>
<td>5950CB03</td>
<td>6</td>
<td>6</td>
</tr>
</tbody>
</table>
United Kingdom & Republic of Ireland
Steelite International Ltd
Orme Street
Stoke-on-Trent
ST6 3RB
England

UK Distribution Centre
Steelite International
Station Street
Stoke-on-Trent
ST6 4NB
England
Telephone +44 (0)1782 821 000
Fax +44 (0)1782 819 926
Email headoffice@steelite.com

Continental Europe
Telephone +44 (0)1782 829 347
Fax +44 (0)1782 829 484
Email c.europe@steelite.com

Benelux
Steelite International Benelux BV
’s Gravelandseweg 258
3125 BK Schiedam
Nederland
Telephone +31 (0)20 617 5915
Email info@steelite.nl

Germany
Steelite International Deutschland GmbH
Philipp-Reis-Straße 16
64404 Bickenbach
Telephone +49 (0)6257 61950
Fax +49 (0)6257 7944
Email germany@steelite.com

France
Telephone +33 6 8257 4291
Email france@steelite.com

Scandinavia
Telephone 0031 624 212 506
Email scandinavia@steelite.com

Italy
Telephone +39 0522 902051
Fax +39 0522 902017
Email italy@steelite.com

Spain
Steelite International Spain
C/General Esportero 18
03012 Alicante
Telephone +34 966 590 300
Fax +34 966 990 701
Email spain@steelite.com

Portugal
Rua Pa. Nat. Serra S. Mamede, nr 39
2865-630 Verdelgala
Telephone 00 351 210 990 221
Fax 00 351 21 254 52 29
Email info@steeliteportugal.com

Russia, Central & Eastern Europe
The Central Europe Consultancy
2nd Floor
3 Rosemont Road
London
NW3 6NG
Tel 0044 207 435 9033
Mob 00777 613 5088
Email rcee@steelite.com

Australia
Steelite International
Unit 45
Slough Business Park
2 Slough Avenue
Silverwater
NSW 2128
Telephone +61 (0)2 9648 4522
Fax +61 (0)2 9648 4523
Email australia@steelite.com

Canada
Steelite International Canada Ltd
Unit 2
26 Riviera Drive
Markham
Ontario
L3R5M1
Telephone +1 905 752 1074
Fax +1 905 752 1120
Email canada@steelite.com

Middle East
Steelite International Middle East
A Ronai LLC
PO Box 115944
Dubai
United Arab Emirates
Telephone +9714 341 4409
Fax +9714 341 4457
Email mea@steelite.com

Asia
Telephone +601 2347 9703
Fax +44 (0)1782 821 000
Email asia@steelite.com

United States of America
Steelite International USA Inc
154 Keystone Drive
New Castle
PA 16105
Telephone +1724 856 4900
Fax +1724 856 7924
Email usa@steelite.com

www.steelite.com
facebook.com/steeliteinternational
twitter.com/steeliteUK